
Power stroked honing machine
SH SERIES



Compact machines, designed for e.g.

Sunnen SH machines consistently take the successful ML series to the next level of evolution. This generation of 
horizontal machines achieves high profi t with low initial costs through proven mechanics and electronics. 

The SH2000 is the fi rst in the series of horizontal machines with automatic stroke. Due to its simple operability 
and universal design, the machine is predestined for single-part machining and small batches. The solid 
mechanical infeed system in combination with the PLC touch screen makes the machine a durable working tool 
for both mold and die making and manufacturing. 

The SH5000 is designed for medium to high volumes. The new, patented, linear hybrid feed system with servo 
motor works sensitively and powerfully at the same time and off ers precise shut-off  accuracy. All necessary 
process parameters are controlled via the large touch screen with Sunnen2 HMI, pre-stored, tool-specifi c 
parameters and teaching of positions eliminate the need for time-consuming programming. The machine is also 
available with cost-eff ective, standardised automation.

As an all-inclusive supplier, Sunnen takes full responsibility for the entire process.

Sunnen SH series

Gears, injection components, 
valve bodies, dies, machine tool 
components

Standard SH5000



KEY FACTS
Reliable accuracy and consistency
• Patented, linear hybrid feed system with servo
   motor for precise and sensitive feeding (SH5000)
• High-performance spindle with precision bearings
• Stable combination of steel base frame and
   vibration-damping casting

PRECISION PERFORMANCE
Flexible honing of single to serial parts
• Diameter up to 90 / 100 mm
• Speed range of 200 - 3000 / 3700 min-1

• Automatic size control unit

EASY OPERATION
Reduced cost per bore
• Short setup and changeover time
• Guided, simple program setup
• Variable stroke speed during cycle
• Easy to maintain

The universal honing fi xture (included in the 
standard equipment) allows simple and fast adaption 
of diff erent workpieces even in small batches.

The machine is also available with cost-eff ective, 
standardised automation.

SH5000 and SH6000 are also suitable for customized 
loading solutions.

As SH6000, equipped with a special feed system, the 
machine is designed for the use of the high-precision 
CGT and MMT tools.

Standard SH2000



Technical specifications

Sunnen AG
Fabrikstrasse 1
CH - 8586 Ennetaach
0041 71 649 33 33
sales@sunnen.eu
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CAPACITY
Diameter
Stroke travel

SH2000   SH5000   SH6000
1.5 - 100 mm  1.5 - 100 mm  4 - 90 mm 
6 - 170 mm  6 - 400 mm  6 - 400 mm

DIMENSIONS
Width
Depth
Height
Weight

1'220 mm  1'393 mm  1'393 mm
1'626 mm  2'287 mm  2'287 mm
1'600 mm  1'754 mm  1'754 mm
735 kg   1'215 kg   1215 kg

SPINDLE DRIVE SYSTEM
Motor (Servo)
Speed range

2.25 kW   4.1 kW   3.8 kW
200 - 3'000 rpm  200 - 3'000 rpm  200 - 3'700 rpm

STROKE SYSTEM
Motor (Servo)
Speed range

0.75   2.5 kW   2.5 kW
0.2 - 45 m/min  0.1 - 68 m/min  0.1 - 68 m/min

COMPUTER CONTROL
Screen size

Siemens PLC control with touch based HMI
4“   9“   9“

TOOL FEED SYSTEM Spring force  Servo   Servo
based system  Linear hybrid system Linear system

SUPPLY REQUIREMENTS
Electrical system
Pneumatics

400 - 460 VAC, 50/60 Hz
6 bar

COOLANT SYSTEM Optional: Integrated or free-standing, with magnetic separator,
paper cartridge fi lter, cooling system or customized solution

SAFETY FEATURES Light curtain at front

PAINT Black / White

OPTIONAL FEATURES
Filter systems
Automation interface
Customized fi xtures
Measuring systems
Automation solutions


