
Large Part Production
SV15



Built for large part production

The SV15 is the very universal machine with a straightforward way to set up and control the process. The easy-to-
use, yet highly advanced touch screen control projects Sunnen‘s patented fullbore profi le display. This real time 
graphical display of the cross section allows the operator to dwell in the exact position where the bore is visually 
smaller – eliminating guesswork.

As an all-inclusive supplier, Sunnen takes full responsibility for the entire process.

Sunnen SV15

Cylinder blocks, car and     
engine components

Single spindle design



KEY FACTS
Reliable accuracy and consistency
• Diameter range 19 - 203 mm
• Stroke length up to 225 mm
• X-Achse 889 mm

PRECISION PERFORMANCE
Flexible honing of large parts
• Repeatable full and short stroke within 0.1 mm
• Automatic bore geometry correction
• Sizelock and stone wear compensation
• Dwell, oscillation feature and sparkout function
• 100% process control with tool overload protection

EASY OPERATION
Reduced cost per bore
• Short setup and changeover time
• Program memory for up to 100 setups
• Variable stroke speed during cycle
• Easy to maintain

The twostage hone head allows to complete 
roughing and fi nishing without stone changes for 
faster processing times.

For V-block automatic operation the optional servo 
rollover cradle is required.



CAPACITY
Diameter
Maximum workpiece envelope
Stroke length
X-axis travel

19 - 203 mm
1'168 x 558 x 673 mm, up to 680 kg
225 mm
889 mm

DIMENSIONS
Width
Length
Hight
Weight

2'280 mm
1'842 mm
2'198 mm
861 kg

SPINDLE DRIVE SYSTEM
Motor
Speed range

2.25 kW
90 - 350 rpm

STROKE SYSTEM
Column motor (Servo)
Speed range

0.75 kW
5 - 10 m/min

TOOL FEED SYSTEM Rotary tool feed system

COMPUTER CONTROL Beckhoff  PLC control system, Screen size 10"

WORK HOLDING FIXTURE

SUPPLY REQUIREMENTS
Electrical system
Pneumatics

400 - 460 VAC, 50/60 Hz
5.5 - 6.9 bar

COOLANT SYSTEM Sump pump with self-contained fi lter system

SAFETY FEATURES Safety sliding door at front

PAINT Grey-White / Stainless steel

OPTIONAL FEATURES

Technical specifications
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Sunnen AG
Fabrikstrasse 1
CH - 8586 Ennetaach
0041 71 649 33 33
sales@sunnen.eu
sunnen.eu


