
Maximum Precision
VSS2xx SERIES



Fast, economical machining with precision from

are single-stroke multi-spindle systems (4 or 6 spindles) that combines precise bore geometry and
high surface quality and hones medium to large series with high repeatability.
The guided touch-screen programming makes the system very easy to set up and operate. The compact design
requires little fl oor space and is predestined for automation. Reliability, speed and consistency are the benchmarks
for these series.

As an all-inclusive supplier, Sunnen takes full responsibility for the entire process.

Sunnen VSS2xx series

Hydraulic valves and valve 
bodies, powdered metal and 
ceramic components, gears…

Basic system



KEY FACTS
Reliable accuracy and consistency
• Heavy-duty, solid cast polymer composite
   for damping and rigidity
• Solid cast iron body equipped with 4 or 6 spindles
• Powerful 7.5 kW spindle motor

PRECISION PERFORMANCE
Flexible honing for medium- to high-production runs 
• Diameter up to 50 mm
• Index table with 4, 6 or 8 stations 
• Perfect diameter accuracy because
  of high performance Sunnen Single Stroke tools

EASY OPERATION
Reduced cost per bore
• Guided, simple program setup for short setup time
• Prepared for automation
• Easy to maintain

Example of an automated solution.The Sunnen Single Stroke tools guarantee perfect 
shape, surface and diameter consistency.

Diff erent, application-specifi c fi xture solutions
based on extensive experience.

Index table with 4, 6 or 8 positions.

Customized system



CAPACITY
Diameter
Carriage travel
Maximum workpiece weight

4 - 50 mm
710 mm
110 kg (total weight on index table)

DIMENSIONS
Width
Depth
Height
Weight

1'370 mm
1'940 mm
2'665 mm
2'100 kg

SPINDLE SYSTEM
Motor (Servo)
Speed range (Infi nitely variable)

7.5 kW
100 - 2'250 rpm

STROKE SYSTEM
Motor (Servo)
Speed range (Infi nitely variable)

2.3 kW
0.25 - 6.3 m/min

COMPUTER CONTROL Siemens control with touch based Sunnen HMI / Screen size 9"

SUPPLY REQUIREMENTS
Electrical system
Pneumatics

400 - 460 VAC, 50/60 Hz
6 bar

COOLANT SYSTEM Optional: 300l tank, magnetic separator, paper cartridge unit, chiller
or customized solution

SAFETY FEATURES Safety doors at front

PAINT Black RAL 9005 / Stainless steel

OPTIONAL FEATURES
Application specifi c spindle noses and adapters
Customized index table
Customized fi xtures

Technical specifications

Sunnen AG
Fabrikstrasse 1
CH - 8586 Ennetaach
0041 71 649 33 33
sales@sunnen.eu
sunnen.eu N
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