
Highest precision
SV35 SERIES



With three new models and diff erent options, the SV35 off ers the right solution for virtually any application.
The machines include a wide variety of features and present fl exibility in an aff ordable package,
ideal for automotive workshops and industrial production operations with small to medium production batches.
The modern servo-drive package guarantees constant crosshatch fi nish over the entire bore and has suffi  cient
power reserves for high stock removal rates, even in combination with CBN and diamond abrasives.

The PC-based touchscreen control with Sunnen2 HMI assists in selecting the optimum process parameters,
thus ensuring simple and fast operability.

The design with the solid cast iron spindle tower and front loading with a weight capacity of up to 600 kg ensures 
versatility when honing even heavy, large-format components.

As an all-inclusive supplier, Sunnen takes full responsibility for the entire process.

SV35 series

Motor blocks, cylinder liners, 
compressors, bearing sleeves…

Fast economical large bore precision such as



For V-block automatic operation the optional servo 
rollover cradle is required.

Step and repeat functionality provides automatic
bore-to-bore operation with the optional servo 
X-axis.

KEY FACTS
Reliable accuracy and consistency
• State-of-the-art Beckhoff electronics coupled with
   servo tool feed provides optimum process control
• Synchronized servo stroke and spindle for
   constant crosshatch
• Internal coolant system is equipped with two
   canister filters for excellent surface finish

PRECISION PERFORMANCE
Flexible honing of single to serial parts
• Diameter up to 200 mm
• Precision spindle with high torque output
• Servo rotary feed system delivers precise bores

EASY OPERATION
Reduced cost per bore
• Short setup and changeover time
• Guided, simple program setup
• The interlocked sliding front panel allows
   full access to the work area
• Easy to maintain

Sunnen2 HMI with intuitive 19“ touch screen
ensures machine operators are quickly trained.

The twostage hone head allows to complete 
roughing and fi nishing without stone changes for 
faster processing times.



CAPACITY
Diameter
Maximum workpiece envelope
Carriage travel
X-axis travel

20 - 200 mm
1220 x 760 mm, up to 600 kg
705 mm
813 mm

DIMENSIONS
Width
Depth
Hight
Weight

2'270 mm
1'914 mm
2'853 mm
1'330 kg

SPINDLE DRIVE SYSTEM
Motor (Servo)
Speed range (Infi nitely variable)

3.4 kW
50 - 600 min-1

STROKE SYSTEM
Motor (Servo)
Speed range (Infi nitely variable)

3.5 kW
0 - 12 m/min

TOOL FEED SYSTEM
Motor
Motion

Servo
Rotary tool feed system

COMPUTER CONTROL Beckhoff  control with touch-based Sunnen2 user interface / Screen size 15“

WORK HOLDING FIXTURE Customized solution

SUPPLY REQUIREMENTS
Electrical system
Pneumatics

400 - 460 VAC, 50/60 Hz
6 bar

COOLANT SYSTEM Integrated 200l coolant system with two canister fi lters

SAFETY FEATURES Interlocked sliding front panel, front mounted light curtain

PAINT Black / White

OPTIONAL FEATURES
Servo driven X-axis
T-slot base plate
Servo rollover cradle
Customized fi xtures
Twostage hone head

Technical specifications

Sunnen AG
Fabrikstrasse 1
CH - 8586 Ennetaach
0041 71 649 33 33
sales@sunnen.eu
sunnen.eu N
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